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Quality. Made in Germany.
Successfully on the market for over 40 years.




A
SVCCESS STORY

“Stability, accuracy, quality and, not least, sim-
plicity,” these are the criteria for success of Hu-
mares®GmbH (derived from: human - research)
resulting in a success story that has spanned
over 40 years. Since the founding of the company
by owner and managing director K.-A. Hibner,
Humares® GmbH has stood for innovation, us-
er-friendliness, longevity, high-quality workman-
ship and an excellent cost-benefit ratio. Patient
safety as well as quick amortisation are the
focus of development for each of our products.
German workmanship and the joy of continuous
further development have made us one of the
market-leading companies in our industry sector.
We sell our products in over 60 countries through
competent service and sales partners. More
than 8,000 customers from hospitals and prac-
tices, commerce and industry have placed their
trust in us over the course of many decades.

Made in Germany

We exclusively develop and manufacture
our products in Germany in the technology
region Karlsruhe/Bruchsal, which is reflect-
ed in the quality of our products. Humares®
GmbH maintains a certified quality man-
agement system according to ISO 13485.

Service is our top priority

The medical device advisors of Humares® GmbH
are happy to assist you in word and deed and are
available weekdays from 08:00 a.m. - 05:00 p.m.
by phone at +49 (0)7257-929700. We also offer
a broad spectrum of seminars and workshops in
order for customers to familiarize themselves with
our products, receive information about therapy
forms and share experiences. We always strive
to keep free replacement devices on hand within
the course of required technical safety checks
(in compliance with the Medical Devices Act)
so that our customers’ downtimes are kept to
a minimum.

We offer a 10-year warranty
for ozone tubes.

Humazon®
Ozone/Oxygen therapy devices

Practical features of the Humazon® device series:

The ozone sampling valve is especially important for ozone-oxygen therapy devices. The patented ozone sampling valve of
Humares® GmbH is protected by a mechanical device that has been specifically developed to protect against contamination
and provide electronic monitoring. This automatic protective mechanism is unique on the market.
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Easy removal for
disinfection purposes by
turning counter-clockwise

Permanent dust-proof Lateral shifting ensures

sealing simple ozone withdrawal
Problem-free locking due
to the usage of sterile
filters

Concentration

Clean-check configuration Dose calculation Vacuum pump

Dosis - Vakuum

Ozon pg/mi
Automatic functional Precisely configurable Automatic calculation and Ensures gentle blood
check 0zone concentration display of released ozone sampling due to integrat-
Check of the sampling (0,1,2,3,...upto 80 dose ed ozone evacuator with
valve and oxygen supply ug/ml) thermally self-initiated
Purging the pneumatic catalyserr

Individually adjustable
from 0 to -400 mbar

hose system with oxygen

Standardised hose connectors
ensure compatibility with standardised Luer system

Preselectable vacuum
that can be maintained consistently during treatment
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Sangiset® combination bottle —
the original
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© Minor autohaemotherapy (MiAT) as i.m. injection
© Major autohaemotherapy (MaAT) as extracorporeal haemotherapy
© Rectal intestinal insufflation
© Neural therapy with ozone/oxygen
© Local injections (subcutaneous injection (s.c.)),
- Intramuscular injection (i.m.),
- Intracutaneous injection (i.c.),
- Intraosseous injections (i.0. — only in dentistry),
- Percutaneous intradiscal injection for herniated lumbar disc (nucleolysis)
© Vacuum bag gassing/Extremities gassing
© Ozonised water
© Nasal reflex douche for tinnitus and sinusitis

Ozone treatment with the Sangiset® combination bottle

The certified infusion combination bottle was specifically developed for major auto-
haemotherapy and contains all required disposable items: infusion line with blood
filter and roller clamp, gassing line and one injection valve. Sangiset® combination
bottle is manufactured according to the GMP hospital standard and sterilised with
ethylene oxide after packaging, which provides the greatest possible safety for
aseptically flawless autohaemotherapy in a closed system.

The advantages of Sangiset® combination bottle, compared to conventional vacuum
glass bottles, are guaranteed patient safety without exception due to a fully aseptic
treatment system, rupture safety, user-friendliness and time saving since all required

disposable items are already included. ~ ¥
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Service and support

We offer ...

© Personal or, upon request, online-based device orientation o
by our experienced medical device advisors
© Free patient information flyers and DVDs o
with topically organised basic information for the respective therapy forms
< Introduction seminars as well as intensive workshops with valuable, e
current information on therapy forms including practical exercises > ©
« Service hotline weekdays from 08:00 a.m. - 17:00 p.m.,
call +49 (0)7257-92 97 0-0




FRACTICE-APFROVED FOR ALL

OZONE-OXTGEN THERAPIES

Humazon® ProMedic

Humazon® ProMedic is suitable for all practice-approved
0zone-oxygen therapies.

The high vacuum capacity of 8 I/min and the installed count-
down timer, which provides automated, permanent ozone
sampling from 1 — 15 min, ensures optimal and efficient bag
gassing as well as continued practical use.

Oxygen consumption is minimal due to the efficient de-
sign and a specifically developed micro-hose system. Up to
400 -600 major autohaemotherapies can be performed with a
2-litre oxygen bottle depending on the configured ozone dose.

Furthermore, Humazon® ProMedic also has a galvanically
isolated 5-volt output for connecting external devices such
as Sangiskop.

Device trolley:
Optional accessories for
increased mobility on-site

HUMARES Y2

Ozone concentration: 0-80ug/ml +/-5 %

Gas flow: 600 ml/min

Suction capacity: 6.5 1/min,
vacuum up to -400 mbar

System pressure: 0.7 bar ensures swift filling of
a plastic syringe with silicone
membrane

Weight: 6 kg
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Integrated tray:
Provides sufficient space
and quick access to disposable items



Humazona®

The space-saving, high-performance Humazona® device has
been specifically developed for mobile use. It fits into every
treatment room due to its compact design and is suitable for
all practice-approved ozone-oxygen therapies.

Between 400 — 600 major autohaemotherapies can be per-
formed with a 2-litre oxygen bottle depending on the configured
ozone dose. The extremely light Humazona® device only weighs
3 kg and can be easily transported. A high-quality single-hand-
ed intravenous pole from polished stainless steel with device
mount completes the mobile and user-friendly design.
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The case is precisely designed
to accommodate the Humazona® device
and provides sufficient space
for the device,
a convenient 0.8 | oxygen bottle
and the required disposable materials.

Ozone concentration:
Gas flow:

Suction capacity:
System pressure:

Weight:

0-80pg/ml+/-5%

300 ml/min

2 I/min, vacuum up to -400 mbar
0.7 bar ensures swift filling of a
plastic syringe with silicone
membrane

3 kg

Humadent®

The practice-tested ozone-oxygen therapy device for den-
tistry enables a particularly convenient and precise ozone
delivery via the handpiece with cannula due to the integrated
foot switch. Thus, the treating physician can take care of
the patient entirely.

Indications:
Cavity gassing
Root canal treatment
Periodontitis
Gingivitis
Stomatitis
Mycosis
Aphtha
Neural therapy
Implantology
Injections into the line of reflection
Intraosseous infiltrations
Caries
Wound areas (intra/postoperative)
Wound disinfection

The Humadent® Unit is optimally suited for ozone-oxygen
therapy devices for holistic dental treatments. In addition
to the indications above, it is also suitable for all known
ozone-oxygen therapies and can be used to accelerate
regeneration concomitant with treatment.

Ozone concentration: 0-80pug/ml +/-5 %

Gas flow: 300 ml/min

Suction capacity: 2 1/min,

vacuum up to -400 mbar

0.7 bar ensures swift filling of
a plastic syringe with silicone
membrane

Weight: 3 kg

System pressure:
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MOIZERN

COLON- / HYOROTHERAFY

Humacolona®

The small and cost-efficient colon-hydrotherapy device for
cold and warm water connections with all functions of a
modern colon-hydro-purging device. The clear structure
provides simple configuration and controls for filling pres-
sure and purging temperature. The released purging liquid
is measured accurately. Thus, the attained purging volume
can be precisely detected for each purging procedure. The
integrated foot-operated switch provides a manual massage
even throughout purging procedures.

Indications:
Diarrhoea
Constipation
Bloating, flatulence
Acidosis
Dry skin
Neurodermitis
Allergies, food intolerances
Infections, susceptibility to infection
Rheumatism, joint problems
High blood pressure
Headache, migraine
Loss of vitality
Lack of concentration
Tiredness
Depression

The new, patent-protected Humacolon® intestinal tube works
like a three-way valve, which in a closed state, is odourlessly
inserted into the anus. Purging liquid is directly administered
to the patient via the integrated tube line. Ventilation of the
first purging procedure is omitted entirely.

—Humaceclona®

Water flow: 0t0 0.6 1/min
Water temperature: 22°C to 40°C (adjustable)
Hot-water alarm: from 42°C

The Humacolona® device is supplied with cold and hot water via a safety mechanism with stop valve. The drain hose is advanced
with a suitable adaptor (available for any washing machine), thereby completing the installation.

1) Connection to Humacolona® 2) Sphincter muscle 3) Colon 4) Drain hose



Photo  logical
auto therapy devices

UVE is a classic autohaemotherapy with additional UV
activation. As a stimulus and alteration therapy, it affects the
regulatory and defence systems.
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e Practice-tested and practice-relevant

e Scientifically verified patient benefit

e Easily implementable and delegable

e Optimised efficacy safety due to disposable treatment sets and consistently
regulated UV-C light intensity by means of a microprocessor and UV-C sensors

e 1 device — 3 procedures: UVE, UVB, HOT

e Space-saving setup, ideally suited for home visits (UVE, UVB)

e Highly profitable (highest score in profitability check)

e Cerebral, cardial and peripheral circulatory disorders (UVB/HOT) UVB and HOT are stimulus and excitement therapies that
e Immunodeficiency, disorder (recurring infections) (UVE, UVB/HOT) initiate and recalibrate the homoeostasis of many biological
e Allergies (UVE, UVB/HOT) control circuits. Moreover, molecule activation occurs due
e Concomitant cancer therapy for radiation, chemotherapy and relapse prevention (UVB/HOT) to high-energy UV photons. The slow-acting triplet oxygen
e Rheumatism (UVB/HOT) is converted into active singlet oxygen. This process leads
e Dry macular degeneration due to old age (AMD) (UVB/HOT) to immunomodulation, improvement of microcirculation,
e Surgery-concomitant for improved infection protection and wound healing glucose-lipid metabolisation, cellular energy balance and
e Tertiary prevention for increasing vitality and quality of life antioxidative effects (due to radical scavenger induction).

e Primary prevention for securing quality of life and physical-mental capacity

EUMATRDN;

Medizintechnik %
A brand of Humares® GmbH
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Integrative Health And Medicine

Humares® GmbH
Im Schollengarten 24 | 76646 Bruchsal | Germany |

PT. SARANA MEDICA OPTINDO
Kompleks Perkantoran Pinang 8,

JIn. Ciputat Raya No. 8, Pondok Pinang,
Kebayoran Lama, Jakarta Selatan, 12310
E-mail : info.smoindonesia@gmail.com
Telp : 021 - 7665536






