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6. After treatment, the device will sound "bee" prompting the end 
of treatment. Continuously press "On-off" key to turn off. 

Note: 

* The treatment instrument has functions of environmental protection 
and power conservation. Level 2 is the default for the backlight 
system. After operation, the backlight is the brightest in the first 10 
seconds, less bright in the later 20 seconds, and then goes out 
automatically. The backlight will be lit up again for another operation. 
In one minute after the end of treatment, the treatment instrument will 
turn off automatically. 

* Prompt tone instruction: There will be prompt tones for confirmation 
if the operation in the proper operation. Otherwise, there will be no 
prompt tones. In such a situation, pressing by force is prohibited 
since it can easily damage keys. 

Description of Charging 

1. The instrument is suggest to be charged under the condition that 
the power of the battery is nearly exhusted, so that the normal 
service life of the battery can be ensured. 

2. The charging time of the instrument should be above 10 hours 
during the first three charging. 

3. When the instrument is charged, the indicator lamp of the charger 
is red, and the battery symbols in the liquid crystal display screen will 
be jumped grid by grid; after the completion of charging, the indicator 
lamp of the charger is turned green, and the battery symbols in the 
liquid crystal display screen will be completely displayed and stop 
jumping. 

4. It's forbidden to be uesd during charging while charging. Though 
there are no danger to the users , this behavior will shorten the 
service life of the battery. 

5. Should only use the charger provided by manufacturer or 
authorized agent to avoid the damage of the instrument. 

6. If the instrument is not used for a long time, ii should be charged 
once every 4-6 months, so as to prolong the service life of the 
battery. 

Course of Treatment Description 
As for general patients, once-twice daily, 30 minutes for each time, 
10-15days for one treatment session, 5-7 days intervals for each 
treatment course, and no side effects under the long-term use. 

During the treatment, drink more, eat more vegetables but less 
greasy and fried food. 
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Description of Signs 
1.Declarative and warning signs 

According to regulation in EN60825-1 standard , each 3R laser product 
must be accompanied by a radiation warning sign and a radiation 

declarative sign. 

Radiation warning sign 

2. Classifying label 

AVOID DIRECT EYE EXPOSURE 

CLASS JR LASER PRODUCT 

Radiation declaration sign 

According to the classification regulation in EN60601-1 standard, this 

product is a class II instrument requires external power supply. It is 

classified as BF instrument in terms of the voltage reducing degree. It 

adopts the continuous operation method. 

3. Nameplate 

External power supply 
Intermittent loading 

and continuous operation 
Class II equipment 

EN60601-1 
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